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ULTRALIFT HM COVER LIFTER 
HYDRAULIC MOUNT
Side Mount at top of spa OR Deck Mount on in-ground tubs ONLY

COVER HOOK 
x 2

 3/8” - 2” 
BOLT x 6

#10 - 1” WOODSCREW
x 20

3/8” HEX NUT 
x 4

#10 - 5/8” SELF-TAPPING
SCREW x 24

5/16” NY-LOCK NUT 
x 8

#10 - 32 BUTTON HEAD 
MACHINE SCREW x 4

BALL STUD 
x 4

PIVOT BRACKET
x 4

C
B

A

J-PIN LOCK

J-PIN STORAGE

18” SQUARE SLIDER ARM
x 2

ATTACH AT “A” ON
PIVOT BRACKET

3 1/4” J-PIN 
x 1

BLACK PLASTIC CAP 
x 2

52” CENTER POLE
x 1

CORNER SUPPORT ARM (”L” SHAPED)
x 2

31” ROUND PIVOT ARM
x 2

ATTACH AT “B” ON
PIVOT BRACKET

3/8” NY-LOCK NUT 
x 2

MOUNTING BRACKET 
ASSEMBLY x 2

(5/16” NY-LOCK NUTS)

UPPER SPA SKIRT MOUNT - SIDE VIEW

SPA COVER

SPA SKIRT

Installation Instructions
STEP 1
The spa cover must be in the closed position prior to mounting the lifter. 
Position the spa cover properly so it is sitting squarely on the spa. Assemble the 
2-piece mounting bracket using 2 of the 5/16” ny-lock nuts. Attach the mount-
ing brackets to the side of the spa skirt, close to the top edge of the spa, using 
the #10 - 1” woodscrews. To prevent splitting the wood skirt we recommend 
pre- drilling the holes with a 1/16” drill bit. If the hot tub is sunken or set into a 
deck, the mounting brackets may be attached to the surface of the deck.

NOTE:  The distance between the mounting brackets and the end of the spa shell 
will a�ect the amount of clearance required behind the spa. If more clearance is 
needed due to the presence of a wall, fence or similar structure behind the spa, 
the mounting brackets should be attached further from the end of the spa.

STEP 2
Slide the cover hooks over the corner support arm so the hooks can slide 
onto the fold of the cover.   Make sure the center pole is in the middle of 
the spa cover and insert the corner support arms so the center pole is 
situated parallel to the spa cover allowing between 1/2 inch and 1 inch 
of space from the center, with both cover hooks holding the center fold 
of the cover.  Attach the center pole to the corner support arms using six 
of the #10 - 5/8” self-tapping screws. Pre-drilling through the corner 
support arms is advised.

STEP 3
Connect the square slider arm between two pivot brackets by threading 
two 2” long bolts through the pivot bracket, square slider arm and 
second pivot bracket at the two holes indicated by “A”. Tighten with two 
3/8” hex nuts from the side closest to the spa. Attach the round side 
pivot arm between the same two pivot brackets, using the holes identi-
�ed as “B”, by feeding one 2” long bolt threaded through the bracket, 
through the round pivot arm, and through the other bracket, and secure 
using a 3/8” ny-lock nut. DO NOT OVER TIGHTEN HERE, as the pivot arm 
must be able to move freely. Repeat assembly of the square slider arm, 
the pivot brackets, and the round pivot arm on the other side of the spa. 
Remember to feed all bolts through from the same side, so nuts are 
attached on the inside closest to the spa.

STEP 4
Slide the hydraulic clamp over the round pivot arm so that the �at side 
of the clamp is to the outside, pointing down.  This will be positioned 
and tightened in Step 8.

STEP 5
Slide the corner support arm into the round side pivot arm and attach 
using six #10 - 5/8” self-tapping screws. Pre-drilling for the screws is 
advised, once the �nal position is determined.

STEP 6
Slide the square slider arm into the mounting bracket on each side of 
the spa, so the round pivot arm is reaching up, and the pivot brackets are 
equal distance from the end of the spa.  We recommend you attach the 
slider arm to the mounting bracket by inserting one 5/8” screw on each 
side and then open the cover by folding it back over the centre pole and 
testing the position of the fully open cover.  Once the desired position is 
reached, insert three more of the #10 - 5/8” screws into each mounting 
bracket. Insert the two plastic caps into the open end of the round side 
pivot arms.

STEP 7
With the spa cover still open and in the upright position, attach the 
hydraulic arm as follows: Attach the larger end of the hydraulic arm to 
the OUTSIDE of the pivot bracket hole identi�ed as “C” using a ball stud 
and one 5/16” ny-lock nut. Align the smaller end of the hydraulic arm 
with the hydraulic clamp, and attach on the outside of the clamp at hole 
“D” using a ball stud and one 5/16“ ny-lock nut. Repeat on the other side 
of the spa. Remember to feed all bolts through from the same side, so 
nuts are attached on the inside closest to the spa. If you need to remove 
the hydraulic arm, GENTLY pry the half-circle collar to release the spring 
from the ball stud.

STEP 8
With the spa cover still open and in the upright position, tighten the 
hydraulic clamp into place using the threaded backing plate and two 
#10 – 32 button head machine screws. Secure the hydraulic bracket in 
position on the pivot arm using two of the 5/8” self-tapping screws.
Pre-drill these holes as well, once the �nal position is determined.
Repeat on the other side of the spa.

NOTE:  The J - pin is inserted into the pivot brackets and through the 
round pivot arm when the spa cover is in the open position for added 
safety and removed when the cover is to be closed. When the cover is 
closed, the J - pin can be inserted into “J - pin storage” for safe-keeping. 
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Parts List

D

HYDRAULIC CLAMP  x 2
WITH THREADED
BACKING PLATE

D

(#10 - 32 BUTTON HEAD 
MACHINE SCREWS)

(#10 - 5/8” SELF-TAPPING
SCREWS)

(5/16” NY-LOCK NUT)

HYDRAULIC ARM 
x 2

ATTACH AT “D” ON
HYDRAULIC CLAMP

ATTACH AT “C” ON
PIVOT BRACKET

(BALL STUD)


